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Indoor recess mounting bottom opening clean room luminaire with the latest LED engine on board, this LED cleanroom luminaire represents the
ideal solution, delivering marketleading energy performance, far beyond fluorescent solutions over 50,000 hours of maintenance free
operation. Clean Room luminaires have been designed with advanced technologies and offer high luminance levels for specialized areas.

Features

» CRCA sheet steel white powder coated housing.

» Opal acrylic cover is sealed with white powder coated or high
strength corrosion resistant stainless steel frame with double sided
gasket to foolproof dust.

- Bottom frame is gasketted from the sides for ceiling the cutout.

 Gasket is made of cross linked non-hygroscopic polypropylene.

« Loss proof SS screws used for fixing the bottom frame to the housing.

» Moreover, to ensure the integrity of these areas (and stay within
budget), they also need to minimize costly downtime and
maintenance. This means extremely low operational cost over the
total lifetime of the luminaire, and so an excellent financial return on
investment.

Applications
« Pharmaceuticals « Electronic component manufacturer
- Food & Beverage industries laboratories, etc.
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Installation

- Suitable for modular, exposed T or non modular ceiling systems.

» Recess mounting bracket are installed in ceilings more quickly ant
securely.

Clean Room

Indoor recess mounting top opening clean room luminaire with the latest LED engine on board, this LED cleanroom luminaire represents the
ideal energy performance, far beyond fluorescent solutions over operation. Clean Room luminaires have been designed with high luminance

levels for specialized areas.

Features

« CRCA sheet steel white powder coated housing.

« Opal acrylic cover is sealed with white powder coated or high
strength corrosion resistant stainless steel frame with double sided
gasket to foolproof dust.

- Bottom frame is gasketted from the sides for ceiling the cutout.

« Moreover, to ensure the integrity of these areas (and stay within
budget), they also need to minimize costly downtime and
maintenance. This means and so an excellent financial return on
investment.

Applications
« Pharmaceuticals « Electronic component manufacturer
» Food & Beverage industries laboratories, etc.

C D

| |

T e —

A
Installation

» Suitable for modular, exposed T or non modular ceiling systems.
 Luminaire mounted to ceiling RCC slab by chain suspension.

Product Cutout
Dimensions Dimensions
Catalogue No.

A B C D E F LxW

SHCL LED BOT 30E SS 595 305 565 275 70 100 275 *565
All dimensions are in mm.

Electrical Data Light Data
Power Consumption  : 30W Light source (LED): Edison
Operating Voltage Range: 90VAC-265VAC Efficacy :110 Im/Watt
Frequency 250 Hz Luminous flux  :3300 lumens
Power Factor :>0.96 Colour temperature: 3000k-6000k
Driver : Constant Current (Internal) CRI - >80
Efficiency :>85% Average Life :L70 @ 50,000 Hours.
Protection Environmental
Output Overvoltage/Under voltage : Protected Working Temperature: 0 °Cto + 55 °C
Output Short circuit - Protected Working Humidity :10 to 90% RH
Surge Protection : Protected (4KV) Storage Temperature: 0°C TO + 85 °C

Notes :1] Dimensions can be customised for a variety of ceiling systems. Being a custom solution to suit individual project requirements,
please specify exact outer and cut-out dimensions and depth of luminaire for all orders. E
2] Available colour temperature of LED : 3000K (Warm white), 4000K (Day Lite), 6500K (Cool White)

www.shineplusled.com

IP Rating . 1IP64
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Light Beyond lllumination

Product Cutout
Catalogue No. Dimensions Dimensions
A B C D E F LxW
SHCL LED TOP 30E SS 595 305 565 275 70 100 275 *565
All dimensions are in mm.
Electrical Data Light Data
Power Consumption 130w Light source (LED): Edison
Operating Voltage Range: 90VAC-265VAC Efficacy : 110 Im/Watt
Frequency : 50 Hz Luminous flux ~ :3300 lumens
Power Factor :>0.96 Colour temperature: 3000k-6000k
Driver : Constant Current (Internal) CRI : >80
Efficiency :>85% Average Life :L70 @ 50,000 Hours.
Protection Envirt')nmental . .
Output Overvoltage/Under voltage : Protected Work!ng Tem|:‘)e'rature: 0°Cto+55°C
Output Short dircuit . Protected Working Humidity : 010 to 90% IEH
Surge Protection - Protected (4KV) Storage Temperature: 0°C TO + 85 °C

Notes :1] Dimensions can be customised for a variety of ceiling systems. Being a custom solution to suit individual project requirements,
Notes:1] Dimensions can be customised for a variety of ceiling systems. Being a custom solution to suit individual project requirements,

please specify exact outer and cut-out dimensions and depth of luminaire for all orders. E
2] Available colour temperature of LED : 3000K (Warm white), 4000K (Day Lite), 6500K (Cool White)

www.shineplusled.com

IP Rating : 1IP64
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